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CODED TOOLS 


354 THROUGH 368 


DESCRIPTION 
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Cam-locating tool. For use on 155A- and 157-type 
interrupters and A- and B-type sequence 
switches, 
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Adjuster. For use on E1- and E2-type keys. 
356 


Adjuster. For use on #1- and E2-type keys. 
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Spring contact clip and insulator. Replaces the 250 
tool. For use on A- and B-type sequence 
switches and panel elevator apparatus. 
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Cleaning tool. For use on friction roll and gear 
reduction drives and vertical drive shafts. 


Magnet core and armature cleaning tool. Replaces 
the 307 tool. For use on 200-, 204-, and 
206-type selectors, 2-type buzzers, and 25 point 
rotary switches. 


©American Telephone and Telegraph Company, 1974 
Printed in U.S.A. Page 1 


SECTION 074-112-101 


360A 
3608 
360C 


P- 205995 BINDING SCREW 
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360A tool — socket-type cord tip, red. 
360B tool — socket-type cord tip, black. 
360C tool — socket-type cord tip, white. 


For use for test purposes in connection with 357, 
361B, 364, 365, 419A, 547A, 548A, and other 
tools provided with pin terminals. 


361B 
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Spade terminal, For use in conjunction with a 
-360-type tool for general test purposes. 
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Relay winding connector. Replaces the 361 tool. 
For use in conjunction with a 360-type tool for 
test purposes on E, R, and similar-type relays. 
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Spring adjuster. Replaces the 302 tool. For 
general use, 
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Connecting clip. For use in conjunction with a 
360-ty pe tool for general test purposes. 
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Replaced by the 276 tool. 


3/32-inch open-end offset wrench. For use on 
51-type dial testers. 
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